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2"X2" WOODEN STAKES
3"-4"
STAKE AT 60° ANGLE
WATER FLOW STAGES OF CONSTRUCTION:
- FILTER SOCK =
AREA TO PROTECT ifi [
WORK AREA y 1. CONTRACTOR TO PERFORM DETAILED SITE INSPECTION TO LOCATE ALL Last Modification
4 — EXISTING UTILITIES AND VERIFY ANY POSSIBLE CONFLICTS WITH PROPOSED DATE INTLS
IMPROVEMENTS PRIOR TO BEGINNING ANY CONSTRUCTION. CONTACT OWNER Y,
WITH ANY CONFLICTS.
2. INSTALLATION OF CONSTRUCTION ENTRANCE. - ~
12/ 3. INSTALLATION OF EROSION CONTROL FENCE. .
4. DEMOLITION OF EXISTING SITE IMPROVEMENTS. Hunter & Millard
\ a 5. ROUGH GRADING. ARCHITECTS, INC.
RS 6. CONSTRUCTION OF NEW SITE IMPROVEMENTS. 3323 E. 32nd St.  Suite 'B'
226.0' WORK AREA | 7(‘}, . \AREA TO PROTECT 7. FINAL GRADING. Joplin, Missouri 64804
o\ SECTION 8. PLACEMENT OF FINAL LANDSCAPING ITEMS AND SOD AND/OR SEED ALL (417) 624-8872
= = DISTURBED AREAS fax: (417) 781-0884
9. REMOVAL OF EROSION CONTROL FENCE. ,
PROPOSED HAUL ROAD LOCATION SILT FENCE AT - WATER FLOW casey@hunterandmillard.com
FOR CONSTRUCTION/DEMOLITION EDGE OF g APPROXIMATE website:
OF CONFERENCE CENTER. CLEARING J CLEARING FOR hunterandmillard.com
COORDINATE ROUTE WITH OWNER. (ALTERNATE #11) f WELLNESS STAKES ON 10 check us out on Facebook:
SEE CONSTRUCTION EGRESS _ CENTER NORTH LINEAL SPACING E Ros I o N co N T RO L N OT Es: Hunter & Millard Architects, Inc.
DETAIL. LAYOUT OPTION. \ /
: (ALTERNATE #11) 1. CONTRACTOR TO RETAIN FLOATABLE WIND BLOWN MATERIALS ON SITE BY STORING ALL TRASH AND BUILDING MATERIAL WASTE IN ENCLOSURES UNTIL N
SILT FENCE/SOCK PILAN PROPER DISPOSAL AT OFF-SITE FACILITIES. CHECK ADJACENT AREAS DAILY AND PICK UP CONSTRUCTION WASTE MATERIALS AND DEBRIS THAT HAVE (
ey _ o (FOR ALTERNATE #1 1) 1 _— BLOWN OR WASHED OFF SITE.
2 PERMANENTLY STABILIZE ALL SURFACE AREA WITHIN AND ADJACENT TO THIS SITE THAT IS DISTURBED BY VEHICLES, GRADING AND OTHER
CONSTRUCTION FOR THE PROPOSED FACILITY. STABILIZATION IS OBTAINED WHEN THE DISTURBED SURFACE IS COVERED WITH STRUCTURES, PAVING G
AND OR PERENNIAL VEGETATION HAVING A UNIFORM COVERAGE DENSITY OF AT LEAST 70%. STABILIZATION OF ALL DISTURBED AREA IS REQUIRED 2
l 1 l co M Po s-r FILTER soc Ks BEFORE TERMINATING MAINTENANCE AND REMOVAL OF EROSION CONTROL MEASURES. Z ©g 9
3. CONTRACTORS SHALL INSPECT POLLUTION CONTROL MEASURES AT LEAST ONCE EVERY 7 DAYS AND WITHIN 24 HOURS AFTER A STORM EVENT OF 1/2 Z — =R 2
\/ | C1 | SCALE: NOT TO SCALE INCH OR GREATER. DAMAGED MEASURES THAT PROVE TO BE INEFFECTIVE SHALL BE REPLACED WITH MORE EFFECTIVE MEASURES OR ADDITIONAL 280
MEASURES WITHIN SEVEN DAYS. REPEATED FAILURE OF A CONTROL MEASURE REQUIRES INSTALLATION OF A MORE SUITABLE DEVICE TO PREVENT O m 53
DISCHARGE OF POLLUTANTS FROM THE CONSTRUCTION SITE. .3 o
4. INSTALLATION OF ADDITIONAL EROSION CONTROL MEASURES MAY BE REQUIRED BY THE CITY OR STATE. CONTRACTOR TO VERIFY REQUIREMENTS PRIOR m I.u 0 u %
({ TO BEGINNING ANY WORK ON PROJECT SITE. |.|] z 0 O
5. CARE SHALL BE TAKEN TO ELIMINATE TO THE MAXIMUM EXTENT POSSIBLE THE ENCROACHMENT OF SEDIMENT INTO ALL STORM DRAIN APPURTENANCES, m oz ¢
PUBLIC STREETS, AND ONTO PRIVATE PROPERTY UNTIL IMPERVIOUS MATERIAL (ROAD/PARKING AREA SURFACE) IS APPLIED OR UNTIL PROPOSED Z -
INLET PROTECTION LANDSCAPE HAS BEEN ESTABLISHED. I-u x g 2
(AS NECESSARY) 6.  REMOVE SEDIMENT DEPOSITS AS NECESSARY AFTER EACH STORM TO PROVIDE ADEQUATE STORAGE VOLUME FOR THE NEXT RAIN AND TO REDUCE — Qs >
PRESSURE ON THE FENCE. CARE NEEDS TO BE TAKEN TO AVOID UNDERMINING THE FENCE WHEN REMOVING SEDIMENT, SEDIMENT IS TO BE REAPPLIED a (D <3
i EXISTING TO THE SITE AND STABILIZED. -2 9
X 6" MIN 3 5.4 PAVEMENT 7.  ALL GRASS SLOPES WHICH EXCEED 3:1 (H:V) AND SELECT PIPE OUTFALLS SHALL UTILIZE CONTECH CONSTRUCTION PRODUCTS PERMANENT TURF Z Z Qs &
= | : REINFORCEMENT MATS 450 OR APPROVED EQUAL. MATS SHALL BE INSTALLED PER MANUFACTURER'S SPECIFICATIONS AND STANDARDS. CONTRACTOR O Z i
. o SHALL COORDINATE INSTALLATION INSPECTION WITH MANUFACTURER. < > 7 5
[ N MOUNTABLE 8. CONSTRUCTION METHODS AND MATERIALS SHALL CONFORM TO THE LATEST REVISIONS OF THE CITY OR COUNTY STANDARDS. I-u > 9 z
! SAW CUT AND REPAIR CURB PROFILE 9. APPLICABLE PERMITS MUST BE OBTAINED FROM THE CITY, STATE AND COUNTY PRIOR TO EXCAVATION WITHIN ANY RIGHT-OF-WAY, AND PRIOR TO ANY ez
d " FORADA ACCESS. REFER BERM CONSTRUCTION. 3l 3
TO WELLNESS CENTER. SEE PLANS 10. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE LOCATION OF ANY UNDERGROUND UTILITIES OR OTHER OBSTRUCTIONS AND TO BE o e 8
(FOR ALTERNATE #11) Eé'ga Il\'l\lg LIABLE FOR DAMAGE AND CONSEQUENT REPAIR TO SUCH IN THE COURSE OF HIS OPERATIONS. A
11, THE CONTRACTOR AND/OR BUILDER WILL KEEP THE SUBDIVISION NEAT AND ORDERLY AT ALL TIMES WHILE CONSTRUCTION IS TAKING PLACE. ALL CITY e
1 STREETS ADJACENT TO THE DEVELOPMENT SHALL BE KEPT CLEAR OF MUD, ROCK, DIRT, DEBRIS, PAPER AND WASTE MATERIAL AT ALL TIMES. THE ZFE 2
RELOCATE OR REPLACE EXISTING LIGHT SURGE STONE PROPER AMOUNT OF INSPECTION SHALL BE CALLED FOR AT THEIR PROPER TIMES, OR ANY AND ALL WORK MAY BE REJECTED. ou g
/POLE FOR WELLNESS CENTER PROJECT - 12, IF ANY WORK OR ACCESS TO ANY ADJOINING PROPERTY IS DONE, IT IS THE FULL RESPONSIBILITY FOR THE APPLICANT/OWNER TO OBTAIN PROPER 65 2
- z RELEASES FROM ADJOINING PROPERTY OWNERS AND ASSUME ALL LIABILITY FOR ACTION TAKEN DURING ALL CONSTRUCTION.
(FOR ALTERNATE #11) \—— = 13, ALL DISTURBED AREAS ARE TO BE RE-SEEDED IN ACCORDANCE WITH THE CURRENT REQUIREMENTS OF THE CITY OR COUNTY STANDARDS.
2 ) W 14.  PROVIDE TEMPORARY EROSION CONTROL TO CONTAIN ALL SOILS ON SITE. COMPLY WITH GOVERNING REGULATIONS PERTAINING TO ENVIRONMENTAL - J
LIMITS OF DISTURBANCE FOR COMPLETE REBUILD Z DRIVEWAY | PROTECTION.
l BPTION - BASE BID #2. CENREE R R 2 o 15.  THE DETENTION BASIN, ALL WATER QUALITY MEASURES AND STORMWATER CHANNELS(PIPES) SHALL BE FUNCTIONING PRIOR TO STARTING ANY OTHER
200 = ' 0 2 CONSTRUCTION ACTIVITIES. L.E,, ONLY CONSTRUCTION ACTIVITIES REQUIRED TO INSTALL THE DETENTION BASIN, ALL WATER QUALITY MEASURES AND
! s : OR REPAIRING/REPLACING ASPHALT PAVEMENT N = STORMWATER CHANNELS(PIPES) ARE ALLOWED UNTIL THESE ITEMS ARE INSTALLED AND APPROVED. L. %
AND CONCRETE LANDINGS AND SIDEWALK AREAS n 16.  CONSTRUCTION ACCESS TO THE SITE SHALL BE LIMITED TO THE APPROVED TEMPORARY CONSTRUCTION ENTRANCE AS SHOWN ON THE STORMWATER Ve :
DAMAGED BY CONSTRUCTION. COORDINATE WITH 1. STONE SIZE - USE 36" STONE. OR EQUAL é POLLUTION PREVENTION PLAN. . K
AER X ENGINEER & OWNER, REPLACE PER EXISTING 5 VN LENGTH- 20 FeeT. PLAN VIEW 17, EROSION CONTROL DEVICES SHALL BE MAINTAINED DURING THE WHOLE CONSTRUCTION PERIOD BY THE CONTRACTOR. Y
CLEARING EOR 42 CONDITIONS AND LAYOUT. 5 MIN, THICKNESS - SIX(6) INCHES, 18, CONTRACTOR TO PROTECT ANY STORM INLETS THAT RECEIVE STORM WATER FROM THE AREA OF CONSTRUCTION FROM SEDIMENT. : STEPHENSON
5 OF BASE BID 4 VWIDTH. TWENTY FIVE (25 FOOT MMM 19.  CONTRACTOR TO TAKE CARE NOT TO DAMAGE ANY EXISTING STREET, CURB AND GUTTER, SIDEWALK AND DRIVEWAYS. 3 NUMBER L
WELLNESS CENTER LMl - /\ ' 20. THE CONTRACTOR SHALL HAVE A SET OF PLANS FILED WITH THE CITY OR COUNTY ON SITE. THE CONTRACTOR SHALL HAVE ON THE PROJECT AT ALL R O PE=2012018139 < &
WEST LAYOUT OPTION. SAW CUT AND REPAIR 5. FILTER CLOTH- WILL BE PLACED OVER THE ENTIRE AREA _ PRIOR TO PLACING OF STONE. TIMES, AS HIS AGENT, A COMPETENT SUPERINTENDENT CAPABLE OF READING AND THOROUGHLY UNDERSTAND THE PLANS AND SPECIFICATIONS AND . N
— , 6. SURFACE WATER - ALL SURFACE WATER FLOWING TOWARD THE CONSTRUCTION EGRESS SHALL BE ’ : — =m0\
(ALTERNATE #11) PAVEMENT. SEE DETAIL 5/C5 DIVERTED EITHER BY PIPE OR SWALES TO PREVENT THE WASHOUT OF THE EGRESS THOROUGHLY EXPERIENCE IN THE TYPE WORK BEING PERFORMED WHO SHALL RECEIVE INSTRUCTIONS FROMTHE ENGINEER OR HIS AUTHORIZED - )
FOR TYPICAL PAVEMENT : REPRESENTATIVE,
7. MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING
SAW CUT AND REPAIR CONSTRUCTION. INSTALL PER OR FLOVWING OF SEDIVENT ONTO PUBLIC RIGHTS.OF-WAY. THIS MAY REQURE PERIODIC TOP DRESSING 21. gg/Ev g%jrg;\lgzo;? SHALL NOTIFY THE ENGINEER/INSPECTOR OF ANY GEOLOGICAL ANOMALIES (MINING ACTIVITY, SINKHOLES, ECT,) DISCOVERED DURING
CURB FOR ADA EXISTING LAYOUT AND WITH ADDITIONAL STONE AS CONDITIONS DEMAND, AND REPAIR AND/OR CLEANOUT OF ANY MEASURES '
ACCESS. COORDINATE CONSTRUCTION USED TO TRAP SEDIMENT. ALL SEDIVENT SPILLED, DROPPED, WASHED OR TRACKED ONTO PUBLIC 22.  TEMPORARY CONSTRUCTION ENTRANCE TO HAVE SHOT ROCK FOR ITS SURFACE.
WITH OWNER. RIGHTS-OF-WAY MUST BE REVOVED IMVEDIATELY 23, THE INSTALLATION OF SILT FENCE FOR CONSTRUCTION IS TO BE INSTALLED BY THE CONTRACTOR AND IN PLACE BEFORE BEGINNING SITE
(FOR ALTERNATE #11) CONSTRUCTION. SIMILAR DEVICES MAY BE USED BY THE CONTRACTOR TO MEET THE REQUIREMENTS OF THE ENGINEER. DEVICES TO BE IN PLACE AS
(FOR ALTERNATE #11) 8. CONTRACTOR TO REMOVE ONCE CONSTRUCTION IS COMPLETE & RE-VEGETATE. : ;
SHOWN ON THE PLANS. ADJUSTMENT OF THE LOCATION BY THE CONTRACTOR MAY BE DONE TO MEET EXISTING FIELD CONDITIONS. ALL CONTROLS ARE
TO BE LACED WITHIN OWNER'S PROPERTY. ACCUMULATED SEDIMENT IN BASINS WILL REQUIRE REMOVAL DURING CONSTRUCTION OR AFTER EACH RAIN
EVENT AND AT THE END OF CONSTRUCTION. EACH BASIN SHALL BE CHECKED AFTER EACH RAIN EVENT. CONTRACTOR TO MINIMIZE THE AREA DISTURBED 0N
m CONSTRUCTl ON E G RES S DET AI L BZCONSTRUCTION ACTIVITIES AT ANY ONE TIME AND TO PROMPTLY REVEGETATE (OR MECHANICALLY STABILIZE) ARE DISTURBED BY CONSTRUCTION (D - A %
SAW CUT AND REPAIR ACTIVITY. ) =
o AR PR | C1 | SCALE: NOT TO SCALE 24, SILT FENCE SHALL BE PLACED AROUND ALL SOIL SPOIL PILES TO PREVENT EROSION. q_) = > -
EXISTING LAYOUT AND ) S °o‘ b
DESIGN. COORDINATE CU > =z O
CONSTRUCTION WITH @) S
omer DEMOLITION NOTES: C || 5 MDE ¢
FOR CONFERENCE (FOR ALTERNATE #11) . =
CENTER DEMOLITION 1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE DEMOLITION AND REMOVAL OF ALL ITEMS THAT IMPEDE THE PROPER PLACEMENT OF e o Y]
NOTES AND DETAILS ANY ITEMS PROPOSED BY THIS PLAN SET, q) — O
2. THE REMOVAL WORK SHALL INCLUDE BUT NOT BE LIMITED TO: OBTAINING ALL DEMOLITION PERMITS REQUIRED, REMOVAL OF THE _FB
EXISTING TREES, SEALING OF THE EXISTING WATER WELLS, REMOVAL OF ANY SEPTIC SYSTEM OR DRY WELLS (IF ANY) AND OTHER ITEMS e C o
TO COMPLETE THE REMOVALS. — D Q0]
3. THE CONTRACTOR SHALL REMOVE ALL MATERIALS DEEMED UNSUITABLE BY THE ENGINEER WITHIN EIGHT INCHES OF THE PROPOSED < O (@)
BUILDING FOOTPRINT TO THE DEPTH THAT SUCH UNSUITABLE MATERIALS EXIST. VOIDS SHALL BE FILLED IN ACCORDANCE WITH THE o
~o/“/ "EARTHWORK NOTES" ON THIS PLAN SHEET. REFER TO BASE BID #1 FOR CONFERENCE CENTER DEMOLITION FOR ADDITIONAL NOTES AND DETAILS. D
4. TREE REMOVAL SHALL INCLUDE THE COMPLETE REMOVAL OF ALL TREES ON THE ENTIRE SITE, INCLUDING ALL STUMPS AND ROOTS WITH O =
THE FOLLOWING EXCEPTION: EXISTING (HEALTHY) TREES (ALONG THE SITE PERIMETER) THAT ARE SIX INCHES OR GREATER IN DIAMETER AT w C D
BREAST HEIGHT (DBH) SHALL BE PRESERVED AND INCORPORATED INTO THE LANDSCAPING. IF REMOVAL OF SAID TREES IS DEEMED NECESSARY D ®))
BY THE CONTRACTOR, THE CONTRACTOR SHALL OFFER WRITTEN NOTIFICATION TEN BUSINESS DAYS PRIOR TO DEMOLITION TO THE ENGINEER. - O)
WRITTEN APPROVAL MUST BE OBTAINED PRIOR TO REMOVAL OF SAID TREES. (INDICATE ALL TREES ON THE SITE OR AS INDICATED IN THE
GRAPHIC SCALE b Ser ( QN R @
% 0 » s o0 200 5 THE CONTRACTOR SHALL COORDINATE DISCONNECTION, REMOVAL, AND RELOCATION OF THE EXISTING UTILITIES WITH THE APPROPRIATE :I:I: g
§// UTILITY COMPANIES. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL FEES THAT ARE LEVIED BY UTILITY COMPANIES IN CONJUNCTION ~—
E;!;E;_;— WITH DEMOLITION AND REMOVAL OF EXISTING UTILITEES, O +H
CONTRACTOR TO INSTALL SILT FENCE 6. DISPOSAL OF ALL MATERIALS SHALL COMPLY WITH ALL LOCAL, STATE, AND FEDERAL REGULATIONS. ALL WASTE MATERIAL SHALL BE
CHECK DAMS, HAYBALE BARRIER, ROCK ( IN FEET ) DISPOSED OF OFF-SITE. CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL OF ALL MATERIALS FROM THE SITE ALONG WITHALL ASSOCIATED | 9 )
CHECK DAMS, OR OTHER SIMILAR DEVICE 1 inch = 50 ft. PERMITS AND REGULATORY REQUIREMENTS. :I:h
WITHIN CHANNEL TO MAINTAIN SEDIMENT ~°/ 7. THE CONTRACTOR SHALL BE FAMILIAR WITH THE APPROPRIATE SPECIFICATIONS FOR WELL ABANDONMENT, MATERIALS, PROCEDURES AND p ~
ONSITE. ADD ADDITIONAL MEASURES AND ACCESS TO EQUIPMENT REQUIRED TO PROPERLY SEAL WELLS (IF ANY). THE CONTRACTOR SHALL BE RESPONSIBLE TO OBTAIN, COMPLETE, Drawn By
EIELD ADJUST AS NECESSARY TO KEEP AND FILE THE APPROPRIATE FORMS THROUGH THE LOCAL JURISDICTION AND/OR THE MISSOUR! DEPARTMENT OF NATURAL RESOURCES. MNS
SEDIMENT OUT OF POND. 8. THE CONTRACTOR SHALL MAINTAIN ALL EXISTING UTILITY SERVICES TO ADJACENT LOTS. INTERRUPTION OF SERVICES TO ADJACENTLOTS U Checked By
_‘,/"/ SHALL NOT OCCUR WITHOUT PROPER APPROVAL. 48 HRS NOTICE SHALL BE GIVEN TO THE PROPERTY OWNERS PRIOR TO THE CONNECTION - — WAS
OF THE NEW SERVICES. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COSTS ASSOCIATED WITH THE CONNECTION OF TEMPORARY UTILITY Date
SERVICES, IF REQUIRED, TO FACILITATE CONSTRUCTION STAGING. m 1/6-17
SPECIAL NOTE: 9 THE CONTRACTOR SHALL MAINTAIN ALL EXISTING PARKING, SIDEWALKS, DRIVES, ETC. TO BE CLEAR AND FREE OF ANY CONSTRUCTION Scale
\-/ CONTRACTOR TO PERFORM DETAILED SITE INSPECTION TO LOCATE ALL EXISTING UTILITES AND ACTIVITY AND/OR EXCAVATED AND HAULED MATERIAL TO ENSURE EASY AND SAFE PEDESTRIAN AND VEHICULAR TRAFFIC TO AND FROM 1" = 50'-0"
VERIFY ANY POSSIBLE CONFLICTS WITH PROPOSED IMPROVEMENTS PRIOR TO BEGINNING ANY ADJACENT SITES. GJ Job Number
CONSTRUCTION. THIS PLAN DOES NOT REFLECT ANY INDICATIONS OF UTILITIES AND/OR EXISTING 10. THE CONTRACTOR SHALL PERFORM A FULL-DEPTH SAW-CUT ALONG THE PERIMETER OF PAVEMENT REMOVAL THAT ABUTS EXISTING PAVEMENT 70059-16
INFORMATION AVAILABLE FROM UTILITY COMPANIES. THE ENGINEER MAKES NO GUARANTEE THAT IS TO REMAIN. (D Civil
THAT THE UNDERGROUND UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES IN THE AREA, EITHER 11. ANY DAMAGE SUSTAINED BY ITEMS THAT ARE TO REMAIN IN PLACE SHALL BE REPAIRED OR REPLACED TO THE OWNER'S SATISFACTION AT NO .
IN SERVICE OR ABANDONED. THE ENGINEER FURTHER DOES NOT WARRANTY THAT THE COST TO THE OWNER, CU Site Demo/SWPPP
UNDERGROUND UTILITIES SHOWN ARE IN THE EXACT LOCATION INDICATED, ALTHOUGH HE DOES
CERTIFY THAT THEY ARE LOCATED AS ACCURATELY AS POSSIBLE FROM INFORMATION m
AVAILABLE. THE ENGINEER HAS NOT PHYSICALLY LOCATED THE UNDERGROUND UTILITIES.
o CONTRACTOR RESPONSIBLE FOR ONE-CALL TICKET AND CHECKING FOR POSSIBLE UTILITIES.
@
(@)
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PROPOSED REINFORCED CONCRETE
SLAB. REFER TO STRUCTURAL
DRAWINGS FOR ELEVATIONS,

A
THICKNESS, AND REINFORCING EXCAVATION \ ;
PROPOSED BASEROCK PER
/  STRUCTURAL DRAWINGS
R LT A -,,';,f'e;,,.,w;o,;}" v 6" TO 8" OF CONCRETE AND BASE ROCK T [' s .'j:,j;.:f"‘;%; =
e e T e e B TO BE REMOVED IN AREAS AS INDICATED - T e e e o
OSOSEOSOESEEOS ON STRUCTURAL DRAWINGS (SHEET S11) PROPOSED STRUCTURAL ﬂ> | ENTIRELY WRAP #57 STONE WITH - I}
FILL PLACED TO FINAL SOIL R\ ; NON WOVEN FILTER FABRIC ".
SUBGRADE ELEVATIONS % | ___——FILL TO FULL DEPTH WITH i
%@ ASTM D448 #57 STONE | TR i ——
4" SCH 40 PVC — \ Last Modification
T EXISTING FILL TO BE REMOVED PERFORATED PIPE - PROPOSED FRENCH DRAIN SYSTEM PER C1/C1. FRENCH | b ——— :
ENGOUNTERED TO TYPICAL DEPTHS OF 3 DRAINS TO BE CUT IN AFTER OLD FILL REMOVAL AND \ g 2 DATE INTLS
25 106 UP TO 8.5 IN BORING B7. REFER COMPLETION OF STRUCTURAL FILL. REFER TO SLAB L °)
TO GEOTECHNICAL INVESTIGATION FOR \ UNDERDRAIN LAYOUT FOR LOCATIONS.
MORE SPECIFIC DEPTHS ENCOUNTERED. UPPER 6" OF STABLE, RESIDUAL SOIL ) 1/;4-//(\5/” I s N
SUBGRADE TO BE SCARIFIED .
: | 6"MIN. Hunter & Millard
EXISTING RESIDUAL CLAY SOIL. MOISTURE CONDITIONED, AND 1 OPTIONAL JOINT ARCHITECT IN
<~ UNSTABLE AREAS TO BE REMOVED N A MOR TO PLACING g -EEEREELe B I 3:0° M. © CTS, ING.
TO STABLE SOILS AS DETERMINED BY ~—_ | 3323 E. 32nd St.  Suite 'B’
OWNER REPRESENTATIVE EXISTING STABLE, RESIDUAL SOILS LEAN CONGRETE Joplin, Missouri 64804
6" MIN. (417) 624-8872
NO EXCAVATION FOR PIPE TRENCH PARALLEL TO fax: (417) 781-0884
FOOTING BELOW THIS LINE. I

casey@hunterandmillard.com

3 EXISTING SLAB SECTION 4 SLAB REPLACEMENT SECTION websre

hunterandmillard.com

W 2 PPN (5 TYP FTG PENETRATION e 8 Wit Archtacts. no.

C2 ) SCALE:NTS

( )

GENERAL CONSTRUCTION NOTES:

1. INFORMATION IN THESE GENERAL NOTES AND DETAILS ON THIS SHEET IS A GENERAL SUMMARY OF THE GEOTECHNICAL RECOMMENDATIONS MADE IN THE GEOTECHNICAL
INVESTIGATION REPORT FOR THIS PROJECT, ANDERSON ENGINEERING PROJECT NO. 50062-16, DATED JULY 7, 2016. CONTRACTORS SHOULD REFER TO THAT REPORT FOR
MORE DETAILED INFORMATION REGARDING SOIL TYPES AND DEPTHS ENCOUNTERED AS WELL AS ADDITIONAL GEOTECHNICAL REPAIR INFORMATION.

2. AFTER REMOVAL OF THE EXISTING CONCRETE AND BASE ROCK, THE EXISTING FILL BENEATH SHOULD BE REMOVED FROM ALL AREAS AS IDENTIFIED AS REPAIR AREAS ON
THE ARCHITECTURAL DRAWINGS, AND/OR STRUCTURAL DRAWINGS.

3. AFTER REMOVAL OF THE FILL SOILS, THE RESIDUAL SOIL SUBGRADE SHOULD BE EVALUATED BY A REPRESENTATIVE OF THE OWNER. ANY AREAS OF UNSTABLE SOIL
SUBGRADE IDENTIFIED SHOULD BE REMOVED.

4. THE UPPER 6 INCHES OF EXPOSED RESIDUAL SOIL SUB GRADE SHOULD BE SCARIFIED, ADJUSTED TO WITHIN 1 TO 4 PERCENT ABOVE OPTIMUM MOISTURE CONTENT AND
COMPACTED TO BETWEEN 94 TO 96.5 PERCENT OF MAXIMUM DRY DENSITY AS DETERMINED BY STANDARD PROCTOR PROCEDURES AS OUTLINED IN ASTM D698. THE

SUBGRADE SOILS SHOULD BE KEPT MOIST AND SHOULD NOT BE ALLOWED TO DRY FOR THE ENTIRE REPAIR PROCESS. KEY N OT ES = \\ \\\

ENGINEERING
EMPLOYEE OWNED
ENGINEERS + SURVEYORS +LABORATORIES + DRILLING

A\m) ANDERSON

811 E. THIRD STREET ¢ JOPLIN, MISSOURI 64801 PHONE (417) 782-7399
A LICENSED MISSOURI ENGINEERING & SURVEYING CORPORATION - LC 62

(1) SLAB UNDERDRAIN LAYOUT (2) DAYLIGHT UNDERDRAIN SYSTEM

C2 ) SCALE: 1"=20' C2 ) SCALE: 1"=40'

5. AFTER REMOVING THE FILL SOILS, THE RESIDUAL SOIL SUBGRADE WILL NOT BE ABLE TO SUPPORT RUBBER TIRED CONSTRUCTION TRAFFIC WELL. THE CONTRACTOR MUST INSTALL APPROXIVATELY 1252 L F. OF 4" DRAIN TILE AS Y
KEEP RUBBER TIRED CONSTRUCTION TRAFFIC OFF OF THE EXPOSED SUBGRADE AND UTILIZE ONLY TRACKED EQUIPMENT ON THE EXPOSED SUBGRADE UNTIL A MINIMUM OF SHOWN. 15 0.C. WITH APPLICABLE TEES, FITTINGS, ELBOWS.
2 FEET OF FULLY COMPACTED STRUCTURAL FILL HAS BEEN PLACED OVER THE EXISTING SUBGRADE.
UNDERDRAIN COLLECTION PIPE SEE DETAIL. 2/C2 PROVIDE APPLICABLE g
6. COMPACTED FILL SHOULD CONSIST OF A DENSE GRADED BASE (I.E. GRANULAR BACKFILL) OR INORGANIC LOW TO MODERATE PLASTICITY SILTY CLAYS. THE INORGANIC FITTING AS NECESSARY FOR UNDER-DRAIN CONNECTION TO 12" PIPE 3
SILTY CLAY SOILS SHOULD HAVE LIQUID LIMITS LESS THAN 40 AND A PLASTICITY INDEX OF LESS THAN 20, \
REFER TO DETAIL 3/C2 FOR FOUNDATION/FOOTING
7. STRUCTURAL FILL SHOULD BE PLACED IN NO GREATER THAN 8 INCH LOOSE LIFTS AND COMPACTED TO AT LEAST 95 PERCENT OF MAXIMUM DRY DENSITY AS DETERMINED PENETRATION. ’
BY STANDARD PROCTOR PROCEDURES AS OUTLINED IN ASTM D698, (C) CONTRACTOR TOFELD VERIFY TRENCH DRAIN IN LOADING 1 \
DOCK IS CONNECTED TO ROOF DRAIN SYSTEM AND IS IN
8. MOISTURE CONTENT OF THE FILL MATERIAL SHOULD GENERALLY BE CONTROLLED BETWEEN 1 TO 4 PERCENT ABOVE OPTIMUM AS DETERMINED BY ASTM D698, GOOD STRUCTURAL CONDITION. \ | L )
9. FINAL CONCRETE SLAB AND BASE ROCK DESIGN AND ELEVATIONS ARE TO BE CONSTRUCTED PER THE PROJECT STRUCTURAL DRAWINGS. DIMENSIONS SHOWN AS APPROXIMATE. FIELD ADJUST AS Y 1\K11 5 ELages
NECESSARY TO AVOID ANY STRUCTURAL ELEMENTS.
10.  THE PROPOSED FRENCH DRAIN SYSTEM SHOULD BE CONSTRUCTED PER THE PLAN AND DETAILS LOCATED ON THE THIS SHEET/CIVIL DRAWING SHEET C2/STRUCTURAL \I\ ( )
DRAWINGS.UNDER DRAIN SYSTEM SHALL BE INCLUDED IN BOTH NEW CONSTRUCTION AND REMEDIATION PLANS. 1 A _S\gb
11.  AREAS WHERE SLAB IS REMOVED AND UNDERDRAIN IS SHOWN, SOLID PVC PIPE SHOULD NOT BE USED TO CONNECT THE DRAIN TILE. i \ = 1020.00 é)\ . WA?N.E_ A ) %
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GENERAL NOTES GENERAL NOTES:
]
1. THE DESIGNS REPRESENTED IN THESE PLANS ARE IN ACCORDANCE WITH ESTABLISHED PRACTICES OF CIVIL ENGINEERING FOR THE DESIGN FUNCTIONS AND USES L AL SITE DIMENSIONS TO THE EDGE OF PAVEMENT. CONCRETE OR PROPERTY LINE UNLESS
INTENDED BY THE OWNER AT THIS TIME. NEITHER THE ENGINEER NOR TS PERSONNEL CAN OR DO WARRANT THESE DESIGNS OR PLANS AS CONSTRUCTED EXCEPT IN ' OTHERWISE NOTED ’
THE SPECIFIC CASES WHERE THE ENGINEER INSPECTS AND CONTROLS THE PHYSICAL CONSTRUCTION ON A CONTEMPORARY BASIS AT THIS SITE. '
GRAPHIC SCALE 2. CONSTRUCTION METHODS AND MATERIALS SHALL CONEORNM TO THE PROJECT DOCUNENTS. B. CONTRACTOR TO FIELD VERIFY EXISTING CONDITIONS BY DETAILED INSPECTION
3. THE CONTRACTOR SHALL FIELD VERIFY ALL HORIZONTAL AND VERTICAL LINES AND GRADES OF EXISTING UTILITIES PRIOR TO THE CONSTRUCTION OF IMPROVEMENTS. PRIOR T0 SUBMITTING BID AND STARTING CONSTRUCTION
10 0 5 10 20 40 THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY UPON DISCOVERY OF A DISCREPANCY BETWEEN CONTRACT DRAWINGS AND ACTUAL FIELD CONDITIONS. '
4. APPLICABLE PERMITS MUST BE OBTAINED FROM THE CITY, STATE AND COUNTY PRIOR TO EXCAVATION WITHIN ANY RIGHT-OF-WAY, AND PRIOR TO ANY CONSTRUCTION, B, COORDINATE WORK WITH OTHER SITE RELATED DEVELOPMENT DRAWINGS
5. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE LOCATION OF ANY UNDERGROUND UTILITIES OR OTHER OBSTRUCTIONS AND TO BE LIABLE FOR ' '
DAMAGE AND CONSEQUENT REPAIR TO SUCH IN THE COURSE OF HIS OPERATIONS, C. REFER TO STRUCTURAL PLANS FOR DEVELOPMENT OF SIDEWALKS ADJACENT TO FOUNDATIONS.
( IN FEET ) 6. THE CONTRACTOR AND/OR BUILDER WILL KEEP THE SUBDIVISION NEAT AND ORDERLY AT ALL TIMES WHILE CONSTRUCTION IS TAKING PLACE. ALL CITY STREETS
1 inch = 20 ft. ADJACENT TO THE DEVELOPMENT SHALL BE KEPT CLEAR OF MUD, ROCK, DIRT, DEBRIS, PAPER AND WASTE MATERIAL AT ALL TIMES. THE PROPER AMOUNT OF D, REFER TO ARCHITECTURAL PLANS FOR EXACT BUILDING DIMENSIONS,
INSPECTION SHALL BE CALLED FOR AT THEIR PROPER TIMES, OR ANY AND ALL WORK MAY BE REJECTED.
7. IF ANY WORK OR ACCESS TO ANY ADJOINING PROPERTY IS DONE, IT IS THE FULL RESPONSIBILITY OF THE APPLICANT/OWNER TO OBTAIN PROPER RELEASES FROM E DIMENSIONS THAT LOCATE THE BUILDING ARE MEASURED TO THE OUTSIDE FACE OF THE BUILDING.
ADJOINING PROPERTY OWNERS AND ASSUME AL LIABILITY FOR ACTION TAKEN DURING ALL CONSTRUCTION. L ast Modification
8. ALL DISTURBED AREAS ARE TO BE RE-SEEDED IN ACCORDANCE WITH THE APPROVED PLANS. F. SIGN CONSTRUCTION AND PAVEMENT MARKINGS SHALL CONFORM TO THE REQUIREMENTS OF THE
9. CONTRACTOR SHALL TAKE CARE NOT TO DAMAGE ANY EXISTING STREET, CURB AND GUTTER, SIDEWALK AND DRIVEWAYS. MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD), LATEST EDITION. TE INTLS
10. THE CONTRACTOR SHALL HAVE ON SITE A SET OF PLANS. THE CONTRACTOR SHALL HAVE ON THE PROJECT AT ALL TIVES, AS HIS AGENT, A COMPETENT ’ DA >
SUPERINTENDENT CAPABLE OF READING AND THOROUGHLY UNDERSTANDING THE PLANS AND SPECIFICATIONS, THOROUGHLY EXPERIENCED IN THE TYPE OF WORK
)} BEING PERFORMED, AND WHO SHALL RECEIVE INSTRUCTIONS FROM THE ENGINEER OR HIS AUTHORIZED REPRESENTATIVE.
11. ALL TRENCHES, WHICH LIE UNDER PROPOSED PAVEMENT OR LIE WITHIN TWO FEET OF THE BACK OF CURB SHALL BE BACKFILLED TO PAVEMENT SUBGRADE WITH 4 )
COMPACTED GRANULAR MATERIAL. Hunter & Millard
12. MANHOLE COVERS, VALVE BOXES AND OTHER UTILITY APPURTENANCES SHALL NOT ENCROACH ON SIDEWALKS, CURBS OR PAVEMENT. WHERE CONFLICTS ARE ARCHITECTS. INC
r= DISCOVERED, THE CONTRACTOR SHALL CONTACT THE ENGINEER FOR INSTRUCTION PRIOR TO PROCEEDING, : '
13, THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY NEW SINKHOLES DISCOVERED DURING CONSTRUCTION, 3323 E. 32nd St.  Suite 'B'

14. THE CONTRACTOR IS RESPONSIBLE FOR ALL METHODS, SEQUENCING, AND SAFETY CONCERNS ASSOCIATED WITH THIS PROJECT DURING CONSTRUCTION, UNLESS
SPECIFICALLY ADDRESSED OTHERWISE IN THIS PLAN OR ELSEWHERE IN THE CONTRACT.

i Joplin, Missouri 64804
i > 15. THE QUANTITIES AND SITE CONDITIONS DEPICTED IN THESE PLANS ARE FOR INFORMATIONAL PURPOSES ONLY AND ARE SUBJECT TO ERROR AND OMISSION.

(417) 624-8872

|
|
FFE = 1019.25
|
|
|

fax: -
s CONTRACTORS SHALL SATISFY THEMSELVES AS TO ACTUAL QUANTITIES AND SITE CONDITIONS PRIOR TO BIDDING THE WORK FOR THE CONSTRUCTION COVERED BY (417) 781-0854
THIS PLAN. casey@hunterandmillard.com
16. A REASONABLE EFFORT HAS BEEN MADE TO SHOW THE LOCATIONS OF EXISTING UNDERGROUND FACILITIES AND UTILITIES IN THE CONSTRUCTION AREA. THE website:
1019.25 FF 1019.25 FF > CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO UTILITIES AND/OR FACILITIES CAUSED DURING THEIR CONSTRUCTION OPERATIONS. hunterandmillard.com
TN ] 17. THE CONTRACTOR IS RESPONSIBLE FOR ALL COORDINATION OF CONSTRUCTION AFFECTING UTILITIES AND THE COORDINATION OF ANY NECESSARY UTILITY RELOCATION :
o check us out on Facebook:

= . WORK.
o 18. COORDINATION BETWEEN ALL PARTIES IS AN ESSENTIAL PART OF THE CONTRACT.

NS Hunter & Millard Architects, Inc.
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SPECIAL NOTE:
I . . - « « « « « SS e CONTRACTOR TO PERFORM DETAILED SITE INSPECTION TO LOCATE ALL
— EXISTING UTILITES AND VERIFY ANY POSSIBLE CONFLICTS WITH PROPOSED
~~_ IMPROVEMENTS PRIOR TO BEGINNING ANY CONSTRUCTION. CONTACT ENGINEER

fi\m) ANDERSON

811 E. THIRD STREET ¢ JOPLIN, MISSOURI 64801 PHONE (417) 782-7399
A LICENSED MISSOURI ENGINEERING & SURVEYING CORPORATION - LC 62

GRID
|

Ss

WITH ANY CONFLICTS.

ADA PARKING (WEST)
SCALE: 1" =10 RN SPECIAL NOTE:

CONTRACTOR SHALL FIELD VERIFY PROPOSED GRADES AND MATCH EXISTING
PAVEMENT AT ALL PAVEMENT CONNECTIONS. CONTRACTOR SHALL NOTIFY
ENGINEER IF DISCREPANCY OCCURS.
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THIS SURVEY REFLECTS ABOVE GROUND INDICATIONS OF UTILITIES AND

-
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|
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SEE ADA INFORMATION AVAILABLE FROM UTILITY COMPANIES. THE SURVEYOR MAKES NO . o
PARKING GUARANTEE THAT THE UNDERGROUND UTILITIES SHOWN COMPRISE ALL SUCH r—
3 DETAIL UTILITIES IN THE AREA, EITHER IN SERVICE OR ABANDONED. THE SURVEYOR
FURTHER DOES NOT WARRANTY THAT THE UNDERGROUND UTILITIES SHOWN ARE IN O
= THE EXACT LOCATION INDICATED, ALTHOUGH HE DOES CERTIFY THAT THEY ARE e
LOCATED AS ACCURATELY AS POSSIBLE FROM INFORMATION AVAILABLE. THE 3
= EW ADA SURVEYOR HAS NOT PHYSICALLY LOCATED THE UNDERGROUND UTILITIES. LOCATE . o ®
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Revisions By
1o ASPHALT NEW UTILITIES SYMBOLS
CONTRACTOR TO VERIFY LOCATION OF EXISTING SANITARY SEWER. SURFACE W (SEE TABLE BELOW (SYMBOLS APPLY ONLY WHEN USED ON DRAWINGS)
EXISTING SANITARY SEWER LINES MAY BE INCORPORATED INTO NEW ASPHALT ES% 8¢ CONCRETE PAVEMENT REPAIR — W — | WATERSERVICE
SANITARY LINES AS LONG AS LINES ARE IN GOOD WORKING ORDER. Vil LR 3000 PSI MINIMUM STRENGTH
I L] —— SS —— | SANITARY SEWER SERVICE
i s SRR SAW CUT, TYP. BOTH SIDES
SPECIAL NOTE. TG T —— UGE —— | U/GELECTRIC
b TR - el |
i N s il f 2227272\ ) N\, 2 TEL U/G PHONE
CONTRACTOR IS RESPONSIBLE FOR ALL PUBLIC UTILITY CONNECTIONS T it L :] ARG PO ea log . b ,
T e HLELL L - 'H IRE I PR - = =
(ELECTRIC, WATER, GAS, SEPTIC, SEWER) AS WELL AS PROVIDING ALL AT i NSNS\ £ NSNS NSASAY o
—ss ss AR A § L K T
INFRASTRUCTURE REQUIRED BY UTILITY COMPANIES. Dy - | LT D :J NGNS \\\\ 8o \\\\ (BY PHONE CO.)
i ) s R 3e3 2ozl COMPACTED CRUSHED STONE
LIl T B WD N se8 /\\ BACKFILL —— OHE—— | OVERHEAD ELECTRIC —
e ss T 7 8t \// Last Modification
$S — 55 /\\ (S //\\ —— OHT —— | OVERHEAD PHONE
/\\ (e \/\\ DATE INT'LS
2 i \///\ MINIMUM TRENCH WIDTH, W — FO = | FIBEROPTIC CABLE N ~
/\\ \///\\\ CONCRETE X FENCE 4 N
N $£8535053 \NEAN PIPE SIZE ALL OTHERS :
/\ 8t \///\ AND HDPE GAS LINE Hunter & Millard
N HEHENG 8 NA 20" ARCHITECTS, INC.
N, HEN 10’ NA. 22’ . 3323 E. 32nd St. Suite ‘B
LN 12r 2107 24 EXISTING CONDITIONS NOTES: Joplin, Missouri 64804
PIPE OR CONDUIT, SEE TRENCHING 15* 3'-e* a-=7* 1. THE CONTRACTOR IS OBLIGATED TO INSPECT FOR EXISTING (fij 7(‘)“?)2 fgﬁ%f
AND BEDDING DETAIL FOR e > 10’ CONDITIONS/INSTALLATIONS AND AVAILABLE INFORMATION PRIOR TO ;
DIMENSIONS AT SHOUN SUBMITTING A BID, REFER TO SPECIFICATIONS ALSO. casey@hunterandmillard.com
81’ 4/_0’ 3/_8’ .
NOTES: 2. EXISTING INSTALLATIONS (SUCH AS WATER MAINS/LINES, GAS MAINS/LINES, website:
- 8 " A LD T THE WIDTH OF THE TRENCH SHALL BE HELD AS NEARLY AS POSSIBLE 24" 4'-6" 3'-6" SEWER MAINS/LINES, TELEPHONE LINES, POWER LINES, AND UTILITY hunterandmillard.com
- " p— STRUCTURES IN THE VICINITY OF THE WORK TO BE DONE) ARE INDICATED -
[ ss ss ss ss At E&EEEE“@Q”E%MFJ EiNTCRE,ﬁVC'E'T“ SPECIFIED HEREIN, FOR THE 30 -2 42 ON THE DRAWINGS ONLY TO THE EXTENT THAT SUCH INFORMATION HAS HCngf&qu 'ﬁg:dolgrg] atcei?so?rll((.:
a ” Qe Qe u | | , .
Ak 3 & 14 A L 2. BACKFILL SHALL BE WELL GRADED CRUSHED STONE ' TO ' WITH 36 5-'8 48 D e A s e el o THE EHCNEER N 4 J
LESS THAN 5% PASSING THE #4 SIEVE 42" 6'-3" 5/—4* ACCURACY OR COMPLETENESS OF SUCH INFORMATION, AND ALL
T ) i 4 L 3 EZﬁg;CllBESQ%LS?EAXSI\CF&%%TEEBFT%950/ o STANDARD PROCTOR pre o 10" S 10’ RESPONSIBILITY FOR THE ACCURACY AND COMPLETENESS THEREOF IS - N
S i i » ss S 4. BACKFILL TO EXTEND 2' BEYOND EDGE OF STREET EXPRESSLY DISCLAIMED.
¥ i A e JIL 5. TRENCH GREATER THAN 5 FEET IN DEPTH SHALL BE SHORED, MAXIMUM TRENCH WIDTH, W, ALLOWABLE IS
2 RO SHEETED, BRACED OR OTHERWISE SUPPORTED PER OSHA AND EQUAL TO MINIMUM TRENCH WIDTH PLUS 67 3 O s BF SOLELY RESPONSIBLE FOR LOCATING ALL
ST SS ss ss ss SSIE=== LOCAL ORDINANCES '
[ ss ss ss ss LI 4. ANY DELAY, ADDITIONAL WORK, FEES OR EXTRA COST TO THE
CONTRACTOR CAUSED BY OR RESULTING FROM DAMAGE TO OR
| 3 l PAVEMENT cu-r REPAIR MODIFICATION OF EXISTING INSTALLATIONS BY THE CONTRACTOR OR
AFFECTED UTILITY COMPANY SHALL NOT CONSTITUTE A CLAIM FOR EXTRA

2000 GAL SEPTIC SYSTEM AND 800
LF OF 4" LATERAL ABSORPTION
FIELD. CONTRACTOR RESPONSIBLE
FOR COORDINATION WITH DNR AND / SEE BULLDING UTILITY
SOIL SCIENTIST FOR FINAL DESIGN. PLAN FORDETAILE

Ss

l C3 J SCALE: NOT TO SCALE WORK, ADDITIONAL PAYMENT OR DAMAGES.

5. THE CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONSTRUCTION
PRIOR TO SUBMITTING HIS BID. NO EXTRAS WILL BE PAID DUE TO

AND CONTINUATION
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PROVIDE. ! i 2 g D
3 o3
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: CLEANOQUT 02 Z
NEW FIRE | S x
l_ | DAL CONNECT 2! WATER LINE TO NEW FIRE LINE. TRENCH WIDTH NOTES: % > oo
v ADDITIONAL INFORMATION AND DETAILS WILL BE £ Z
L Flris i LOCATHI 4 PROVIDED ON FIRE LINE SHOULD ALTERNATE #11 AS REQUIRED. z)'TlX\fIET?ETJETIL(I:ﬁgSSmilNTAlN > g 5
BE AWARDED. ,

i (| | W 12" CLEARANCE. & -
\ DETECTABLE 2. TRENCH DEPTHS SHALL BT
1 APPLICABLE 2" VALVE AND WARNING  TAPE. COMPLY WITH LOCAL cz 3
2" WATER SERVICE. SEE \ BACKFLOW PREVENTER ELECTRIC AND TELEPHONE 05 2
BUILDING UTILITY PLAN FOR ‘\ o J UTILITY COMPANY % g 2
DETAILS AND CONTINUATION. JI | | l |~ CONSTRUCTION STANDARDS. e @
J Z+ Z
Qu o
NEW 8" C900 FIRE LINE. WITH APPLICABLE | b, J Zz <= S
BLOCKING, INSTALLED PER MANUFACTURE 24" MINIMUM FOR i O nre

ADDITIONAL DETAILS WILL BE PROVIDED (SOEE\S/%%V)A,%ECTMC SELECTED BACKFILL —

\ SHOULD ALTERNATE #11 BE AWARDED. CLEAN GRAVEL UNDER
A TELEPHOl\llE SERVICE. PAVEMENT /CONCRETE. \ )

48" MINIMUM FOR CLEAN SAND OR SOIL,
GREATER THAN 600V. COMPACTED 95%
| PROCTOR DENSITY.
? ——

o ——FELECTRICAL CONDUIT(S).
SAW CUT AND REPAIR | O REFER TO ELECTRICAL
DRIVEWAY 2” PLAN FOR QTY.

?
3" I p \2" MINIMUM
+— BETWEEN
,\ | | CONDUITS.
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[ 1 | UNDERGROUND ELECTRICAL CONDUITS

2 SAW CUT AND REPAIR
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\ DETECTABLE PLASTIC > 2z O
\ = CONNECT NEW 8" E900 FIRE LINE TO WARNING TAPE (@) S S
EXISTING 8" FIRE LINE. FIELD VERIFY FINISHED GRADE C @)
LOCATION AND COORDINATE = L
INSTALLATION WITH OWNER. - D S
o o ©
VERIFY GLJ & O
THE
CONTRACTOR TO COORDINATE / MINIMUM i — ©
WITH EMPIRE ELECTRIC INSTALLATION (-
REGARDING NEW ELECTRICAL DEPTH D (qv]
SERVICE. WITH THE O (@)
LOCAL \ m
AUTHORITIES. M SELECTED BACKFILL q)
CLEAN GRAVEL UNDER el
PAVEMENT. S o
i o o
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»” o 1/2 LIMESTONE GRAVEL.
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| 2 | PIPE INSTALLATION DETAIL O +
(L3 ) SCALE: NOT TO SCALE L )
(" Drawn By )
MNS
CONNECT WATER LINE TO EXISTING 2" WATER Checked By
TAP, FIELD VERIFY LOCATION. CONTRACTOR IS WAS
e RESPONSIBLE FOR DAMAGES TO ANY EXISTING Date
B STRUCTURES. APPROXIMATE LOCATION OF 1/6/17
) EXISTING WATER LINE SHOWN. Soals
CAUTION: EXISTING UTILITY NOTE: 1" =599
INFORMATION ON THIS DRAWING CONCERNING CONTRACTOR TO FIELD VERIFY EXISTING - Ppiiaeet
GRAPHIC SCALE TYPE AND LOCATION OF UNDERGROUND AND UTILITIES AND LOCATIONS. IF EXISTING 70059-16
. 0 v v " 1 OTHER UTILITIES IS NOT GUARANTEED TO BE UTILITIES ARE FOUND TO BE IN GOOD WORKING ) ClV.ll- .
ACCURATE OR ALL INCLUSIVE. THE ORDER AND MEET BUILDING DEMANDS Site Utilities
CONTRACTOR IS RESPONSIBLE FOR MAKING HIS CONTRACTOR CAN UTILIZE EXISTING UTILITY
( IN FEET ) LOCATION OF UNDERGROUND AND OTHER CONNECTIONS WITH APPLICABLE SERVICE
1 inch = 40 ft. UTILITIES AS MAY BE NECESSARY TO AVOID PROVIDER, PRIOR TO CONSTRUCTION, TO
DAMAGE THERETO. ENSURE SERVICE TO THE NEW BUILDING IS

Alternate No. 11 - New Construction - Wellness Center
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Revisions By
e
- ol
AND ISOLATION JOINTS AT 24' 0.C., UNLESS OTHERWISE NOTED. A YELLOW PER ACCESSIBILITY STANDARDS. OUTSIDE 4— FORSIZE AND LOCATION
A= BUILDING ——
SIDEWALK CONCRETE COLORS TO CONTRAST AND TO BE DETERMINED BY —|(» WALL
OWNER AND ARCHITECT. THE ARCHITECTURAL SIDEWALK LAYOUT TO BE FIELD —
STAKED. EXPANSION JOINTS, CONTROL JOINTS, AND JOINT SEALER SHALL BE WIRE SCREEN FOR
)
USED IN COMBINATION TO ACHIEVE THE DESIRED ARCHITECTURAL APPEARANCE. ] = RODENT PROTECTION
L
FINISH /
FLOOR
4" THICK CONCRETE \ F— ENSH —
—
SIDEWALK WITH FIBER MESH : ‘ GRADE Last Modification
N
L~ ,
COMPACTED SUB BASE / |:| =E L DATE INT LSJ
Al T
COMPACTED SUB GRADE 8" 0 HOPE ==
/ OR APPROVED EQUAL - N
i — 1% M. SLOPE Hunter & Millard
< _ /L%’ ’ \ 4 _// ARCHITECTS, INC.
: > - 3323 E. 32nd St. Suite 'B'
b — = = Joplin, Missouri 64804
IEEAEIEIEIEIEN=EIEE T — (417) 624-8872
:-Mﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁﬁ Ilﬁul,:, - fax: (417) 781-0884
TR - WATER TIGHT casey@hunterandmillard.com
CONNECTION .
SEE PLAN FOR website:
CONTROL JOINT ~—~— WATER TIGHT FOR SIZE AND TYPE OF hunterandmillard.com
CONNECTION COLLECTOR check us out on Facebook:
FITTINGS AS REQPD. \Hunter & Millard Architects, Inc.)
(1) SIDEWALK SECTION (2 YHANDICAP PARKING SYMBOL (3)DOWNSPOUT COLLECTOR - N
C5 ) SCALE: NTS C5 ) SCALE: NTS C5 | SCALE: NTS (D
]
Z 93¢
Z — 5 z
oL z::
Z - < S
oo™ W= g
° oY IO gz o
2'—0” TYPE BP-2 PLANT MIX BITUMINOUS 5" THICK CONCRETE PAVING TYPE BP-2 PLANT MIX BITUMINOUS TYPE BP-2 PLANT MIX BITUMINOUS Z w =s >
(MIN.) HEAVY DUTY GOVER PAVEMENT SURFACE COURSE WITH 6X6 - W1.4 X W1.4 WWF PAVEMENT SURFACE COURSE PAVEMENT SURFACE COURSE I-u n xg =
FINISHED w/ LETTERS "C.O. O oK
GRADE CAST (PLACED AT MIDSLAB) _— . 97 o
Qo s::
H \ BASE ROCK (TYPE 1) BASE ROCK (TYPE 1) BASE ROCK (TYPE 1) BASE ROCK (TYPE 1) =t 2 2
VRS r r r r ZZai
4” MIN. CONCRETE =
ﬁEDAJBSTABLE—’ | ENCASEMENT 3000 PSI S — 4 —f —t <|.uZ & %' o
P.C. CONCRETE ‘v /‘/‘. lv“f“ : : "4 3" _* L%‘ _‘4_“::‘ :_ :_‘7_ 5" ‘v /‘/" ‘4‘.:4 ‘ v : ’4 3!! A ‘v ~4 ‘, . : ) ’; . 5n @ E —'a IiJ
Y . .. - & P . .. a o ) R . N .- N -, 4 L 4 - & ) | (:,))Eng:
THREADED CLEANOUT 6" 4 6" 4 © oo
PLUG R EIEEIEEEEEIEL N J IEEIEIEIET N (@é 2 =
__________ < IIEEEEEETEETEE < ENEEEEETEE Wwe o
I I [ T L T T T T T LA i e iy
10" 10” TR == AN i 30+ REl= === = N " < QU8
% 107 6’ CURB TR :(l
COMPACTED SUB GRADE COMPACTED SUB GRADE ————=24” GUTTER COMPACTED SUB GRADE COMPACTED SUB GRADE
ASPHALT CONCRETE ASPHALT CONCRETE 9 )
& ENCASE IN 2500 PSI NOTES: NOTES:
PS-E-E CNOC;\IT%%ETE 1. SUBGRADE MUST BE STABLE AND HARD UNDER PROOF ROLLING WITH A FULLY LOADED 1. SUBGRADE MUST BE STABLE AND HARD UNDER PROOF ROLLING WITH A FULLY LOADED 4 \
( ) TANDEM AXLE DUMP TRUCK PRIOR TO INSTALLING BASE ROCK. op TANDEM AXLE DUMP TRUCK PRIOR TO INSTALLING BASE ROCK.
WYE |_—— 45° BEND 2. SOILS MUST BE PLACED AND COMPACTED TO A MINIMUM OF 95% MAXIMUM DRY ¢ C_>7< 2. SOILS MUST BE PLACED AND COMPACTED TO A MINIMUM OF 95% MAXIMUM DRY R 0
DENSITY AS DETERMINED BY ASTM D698 WITH MAXIMUM LOOSE LIFT OF 8". , < DENSITY AS DETERMINED BY ASTM D698 WITH MAXIMUM LOOSE LIFT OF 8". CL R
SSESWJCE)TWC SNE%X'SE LATERAL 3. THE MAXIMUM COMPACTED THICKNESS OF ANY ONE LAYER OF BASE ROCK MATERIAL //<\/3 2059594 /\\> 3. THE MAXIMUM COMPACTED THICKNESS OF ANY ONE LAYER OF BASE ROCK MATERIAL é)\v — %
SHALL NOT EXCEED 6 INCHES WITH EACH LIFT COMPACTED TO 100% OF MAXIMUM DRY /\/ \\( YR & SHALL NOT EXCEED 6 INCHES WITH EACH LIFT COMPACTED TO 100% OF MAXIMUM DRY *: WAYNE A. ‘/A'
DENSITY AS DETERMINED BY ASTM D698 (STANDARD PROCTOR). : DENSITY AS DETERMINED BY ASTM D698 (STANDARD PROCTOR). + STEPHENSON -
I 17 4. THE COMPACTED THICKNESS OF A SINGLE LAYER OF PLANT MIX BITUMINOUS 4. THE COMPACTED THICKNESS OF A SINGLE LAYER OF PLANT MIX BITUMINOUS o- NUMBER s
PAVEMENT SURFACE MIX SHALL NOT EXCEED 2 INCHES FOR THE SURFACE COURSE 2" THICK LAYER OF PAVEMENT SURFACE MIX SHALL NOT EXCEED 2 INCHES FOR THE SURFACE COURSE A V- F-2012018139 «
I | \ WITH EACH LAYER COMPACTED TO 95% OF 50 BLOW MARSHALL DENSITY (ASTM D1559). LIMESTONE BASE WITH EACH LAYER COMPACTED TO 95% OF 50 BLOW MARSHALL DENSITY (ASTM D1559). OA’.. R
\ 5. A MAINTENANCE PROGRAM THAT INCLUDES SURFACE SEALING, JOINT CLEANING AND SCARIFY AND COMPACT UPPER 6" OF 5. A MAINTENANCE PROGRAM THAT INCLUDES SURFACE SEALING, JOINT CLEANING AND i 3
SERVICE LATERAL SEALING AND TIMELY REPAIR OF CRACKS AND DETERIORATED AREAS WILL HELP SUBGRADE TO 95% STANDARD PROCTOR SEALING AND TIMELY REPAIR OF CRACKS AND DETERIORATED AREAS WILL HELP >
PRESERVE THE PAVEMENT LIFE. NOTES: PRESERVE THE PAVEMENT LIFE.
6. CARE MUST BE TAKEN TO DEVELOP POSITIVE DRAINAGE ACROSS AND FROM AROUND 1. CURB AND GUTTER SHALL BE SAW CUT TO } DEPTH AT 10 6. CARE MUST BE TAKEN TO DEVELOP POSITIVE DRAINAGE ACROSS AND FROM AROUND
NOTE: THE PAVEMENT EDGES. WATER ALLOWED TO POND ON OR ADJACENT TO PAVEMENTS INTERVALS WITHIN 48 HOURS AFTER PLACEMENT THE PAVEMENT EDGES. WATER ALLOWED TO POND ON OR ADJACENT TO PAVEMENTS
1. ALL LATERALS SHALL HAVE A ONE—-WAY CLEAN-OUT EVERY WOULD INCREASE THE POTENTIAL FOR MOISTURE INTRUSION INTO THE SUBGRADE WOULD INCREASE THE POTENTIAL FOR MOISTURE INTRUSION INTO THE SUBGRADE N
EVERY 50° OR A TWO—-WAY CLEAN—OUT EVERY 100 SOILS AND COULD RESULT IN PREMATURE PAVEMENT FAILURE. SOILS AND COULD RESULT IN PREMATURE PAVEMENT FAILURE.
2. IF THE SERVICE LATERAL IS LESS THAN 12’ DEEP,
THE CONCRETE ENCASEMENT IS NOT REQUIRED.
n
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